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Natural Gas LP/Propane
Medium 8000 BTU/HR 7000 BTU/HR
Large 10000 BTU/HR 9000 BTU/HR
Oven 16500 BTU/HR 16500 BTU/HR
Manifold Pressure 5 IN. W.C. 10 IN. W.C.
Power Requirements 120 Volt 3 amps. 60 Hz

This appliance can be used with LP/Propane gas and Natural gas. The gas
appliance regulator must be set for the gas with which the appliance is used.

Surface adjacent to cook top-left (7200) 1” (25mm)
Surface adjacent to cook top-right (7200) 0” (0mm)
Surface adjacent to cook top (9200) 0” (0mm)
Surface adjacent to warming oven 0” (0mm)
Cook top to underside of adjacent cabinets 18”(457 mm)
Cook top to underside of cabinets 30 1/4” (768 mm)
Maximum depth of overhead cabinets 13”(330 mm)
Maximum depth of counters 24”(610 mm)
Maximum height of counters 36”(914 mm)
Rear clearance 0”

Meets household cooking appliance latest Standard.
May be vented. If vented, see installation instructions.

ANSI Z21.1-2005 HOUSEHOLD COOKING APPLIANCE

Model 7200/9200

Serial No. HLG00001

1050 FOUNTAIN ST N. CAMBRIDGE,
ONTARIO, CANADA N3H 4R7
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Wiring Diagrams

Technical Data

- Voltage 120 v / 60 Hz
- Load 3 amps (model 9200)
- Load 3 amps (model 7200)

NOTE: Service amperage should
be calculated by a qualified elec-
trician.

The maximum propane/natural
gas supply inlet must not exceed
14 inches of water column. The
minimum gas supply inlet should
be at least 5 inches of water col-
umn for natural gas or at least 11
inches of water column for LP
gas.

Gas services should be checked
by a qualified gas technician. Figure 34

Figure 35




